Peavey ICS 4200 Quadra 12 IP-SIX AutoMix 4 
This auction is for a complete set of brand new in the box Peavey Pro Audio components.  All items are new in box, but do not have warranty as we bought these items as part of a business closure.  This package includes one each ICS 4200, one each IP-SIX, one each AutoMix 4, and two each Quadra 12.  Click here for additional pictures and some detailed information on the component specifications.  Either you know this stuff or you don’t; I don’t, so please don’t ask technical questions.  Pay as you like, but these items don’t leave my possession until I have cash in hand or funds available in my bank.  This stuff is heavy, so shipping is totally your responsibility.  I am willing to take this stuff to a packaging and shipping store of your choice for $25.00 above and beyond the total auction price.  Please feel free to ask any logistical questions, but again, I do not have any technical expertise with these items.  Thanks and good luck!  

ICS 4200
MSRP $959.99; best web price $630.00
The ICS 4200 is a 4-channel power amplifier designed for years of reliable‚ flawless operation under rigorous use. This amplifier offers the sonic superiority and unsurpassed reliability for which Peavey is famous‚ while remaining surprisingly compact. Advanced technology and extensive protection circuitry allow operation with greater efficiency into difficult loads and power conditions. The SPS™ (Speaker Protection System) circuitry ensures trouble-free operation into loads as low as 4 Ohms. This amplifier is ideal for paging systems, foreground and background music distribution as well as other applications that may require multiple zones. Each channel delivers 200 Watts of power! 

· 4-channel power amp system—
200 Watts RMS per channel 

· Low Z (4 or 8 Ohms) or 70 V
output—selectable in 2-channel
pairs 

· Dedicated Euro-type, electronicallybalanced
input connectors 

· Two input ports: accepts MMA™
plug-in input modules—dip-switch
selectable to any channel 

· Front panel detented level
controls—with security cover 

· Front panel AC power
switch/circuit breaker 

· Short circuit and thermal
protection circuitry 

· Rugged, rack-mount design—2U
rack space 

· Two-speed fan-cooled design 

· Front panel LED indicators per
channel: signal and clip 

Download Owners Manual (PDF - 5.92 mb) 
Download Complete Spec Sheet (PDF - 163 kb) 

Click here for the ICS 4200 owner’s manual.  Click here for the ICS 4200 complete specifications sheet.
Quadra 12 Black Speakers

Click here to download the Quadra 12 owner’s manual.  Click here to download the complete Quadra 12 specifications sheet.

Retail price: $560; best price on web $339 each.

The Peavey Quadra 12 is a popular semi-portable speaker for OUTDOOR use, and can be used for outdoor venues including amphitheaters, stages, football stadiums, swimming venues.  This rugged enclosure features a 12" long-throw woofer with 4" voice-coil to provide greater lower frequency extention for outdoor events, and a huge 2" ferrofluid cooled titanium-driver horn tweeter to provide smooth articulate highs to the bleachers. Features weatherproof grille, audiophile grade crossover, carry handle, stand cup, and Speakon connector and screw terminals. Top and bottom mounting points match the Versamount 70 bracket, and the stand mount on the bottom and rear mounting points provide complete installation versatility.  Available in black or white. 

· Power handling 1000 watts program, 2000 watts peak 

· Impedance: 8 ohms 

· Frequency response: 76Hz-18kHz +/- 3dB 

· Sensitivity 99dB/1W/1m (wow!)
· 12" long-throw woofer and 2" compression horn tweeter
· Dimensions - 23.65"H x17.75"Wx14"D 

· Weight - 45 lbs 

· Warranty - 3 year limited; 5 year limited with registration
· Retail price: $560; School/synchro price: $339 

· Accessories: 25', 50', or 100' Horizon speaker cord (phone plug to Speakon), tripod speaker stand, Versamount 70 wall/ceiling bracket 

· Documents: Owners manual 

Peavey IP-SIX Amplifier Dual CH 400W RMS Variable-Speed Fan Hibernation Circuitry 2 Rack Spaces

Peavey IP-SIX 
Retail price: $699; best price on web $469 each.

Peavey IP-SIX Amplifier - The IP™-SIX is a dual-channel Amplifier. 400 watts RMS/channel (2 ohms) and 300 watts RMS/channel (4 ohms). Bridge mode operation (800 watts, 4 ohms) and bridge mode opearation (600 watts @ 70 volts). Exclusive SPS

The IP™-SIX is a dual-channel Amplifier. 400 watts RMS/channel (2 ohms) and 300 watts RMS/channel (4 ohms). Bridge mode operation (800 watts, 4 ohms) and bridge mode opearation (600 watts @ 70 volts). Exclusive SPS speaker protection circuitry. Variable-speed fan and hibernation circuitry. IP-Six amplifiers are two rack space units of 13.5" (343 mm) depth that mount in a standard 19" rack. On all amplifiers, four front-panel mounting holes are provided. Rear-mounting ears are also provided on all amplifiers for additional support. Distance from the back of the front-rack ear to the center of the rear-mounting ear holes is 13 1/8" (333 mm).

	400 watts RMS/channel (2 ohms). 

	300 watts RMS/channel (4 ohms). 

	Bridge mode operation (800 watts, 4 ohms). 

	Bridge mode opearation (600 watts @ 70 volts). 

	Exclusive SPS speaker protection circuitry. 

	Variable-speed fan. 

	Load fault correction. 

	Fade-in protection. 

	Hibernation circuitry. 

	Two rack spaces. 

	UL/CE approved.


	Model
	IP-SIX

	Product Type
	Amplifier

	Rated Power 4 ohms bridge
	825 watts @ 1 kHz <0.025% THD

	Rated Power 8 ohms bridge/70 volts
	612 watts @ 1 kHz Sine Wave <0.025% THD

	Program Power 8 ohms bridge/70 volts
	800 watts

	Rated Power 2 x 2 ohms
	400 watts per channel @ 1 kHz <0.025% THD both channels driven

	Rated Power 2 x 4 ohms
	300 watts per channel @ 1 kHz <0.02% THD both channels driven

	Rated Power 2 x 8 ohms
	180 watts per channel @ 1 kHz <0.02% THD both channels driven

	Rated Power 1 x 2 ohms
	500 watts @ 1 kHz at <0.02% THD

	Rated Power 1 x 4 ohms
	350 watts @ 1 kHz at <0.015% THD

	Rated Power 1 x 8 ohms
	200 watts @ 1 kHz at <0.006% THD

	Minimum Load Impedance
	2 ohms

	Maximum RMS Voltage Swing
	45 volts

	Frequency Response
	10 Hz - 25 kHz; +0, -1 dB at 1 watt

	Power Bandwidth
	10 Hz - 50 kHz; +0, -3 dB at rated 2 ohm power

	T.H.D. 2 x 2 ohms
	< 0.10% @ 325 W per channel from 20 Hz to 20 kHz

	T.H.D. 2 x 4 ohms
	< 0.10% @ 250 W per channel from 20 Hz to 20 kHz

	T.H.D. 2 x 8 ohms
	< 0.10% @ 160 W per channel from 20 Hz to 20 kHz

	SMPTE IMD
	< 0.1% 60 Hz and 7 kHz, 250 W @ 4 ohms

	Slew Rate
	7V/us

	Damping Factor (8 ohms)
	> 400:1 @ 20 Hz - 400 Hz

	Input CMRR
	> -97 dB @ 1 kHz

	Voltage Gain
	x 40 (32 dB)

	Input Sensitivity
	0.728 V @ 2 ohms, 0.854 V @ 4 ohms, 0.952 V @ 8 ohms

	Input Impedance
	15k ohms, balanced

	Hum and Noise
	> -110dB, “A” weighted referenced to rated 4 ohm power

	Crosstalk
	> -70dB, “A” weighted referenced to rated 4 ohm power

	Current Draw @ 1/8 power
	465 watts @ 2 ohms, 320 watts @ 4 ohms, 210 watts @ 8 ohms

	Current Draw @ 1/3 power
	996 watts @ 2 ohms, 683 watts @ 4 ohms, 396 watts @ 8 ohms

	Idle Current Draw
	30 watts

	Max. Current Draw
	1752 watts @ 2 ohms, 1158 watts @ 4 ohms, 710 watts @ 8 ohms

	Cooling
	80 mm DC fan, off until heat sinks reach 45°C, then variable speed

	Controls
	2 rear panel attenuators

	Indicator LEDs
	2 Clip, 2 Status

	Protection
	Temp, DC, turn-on transients, improper load or shorts

	Connectors
	8 pin plugable signal input, 4 terminal barrier strip, IEC AC power connector

	Construction
	18 ga. steel reinforced with 12 ga. rack ears

	Unit Weight
	23.0 lbs (10.43 kg)

	Packaged Weight
	28.3 lbs (12.84 kg)

	Dimensions
	88.4mmx483mmx347.7mm, 342.9mm Behind Rear Mounting Ears (3.48"x19"x13.688", 13.5" Behind Rack Ears)


Peavey AutoMix 4 - Four-Channel Mini Automatic Mixer

Click here to view the Automix 4 Manuals online.
	Manufacturer - Peavey
	Model - Automix 4
	Configuration - 4 in/2 out
	Analog or Digital - analog
	Phantom Power - 48V
	


